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Eﬂ Review

External review

1 - Mirror

2 - Windshield wipers
3 - Windshield

4 - Front cover @—>
5 - Door opening actuator button |
6 - Headlights '
7 - License plate holder
8 - Side markers

9 - Loading compartment
10 - Loading compartment door

11 - Door handle of the loading compartment
12 - Rear lights

13 - License plate holder

14 - Charging port

15 - Additional mirror

16 - Front door

17 - Windows

18 - 3-rd stop light

19 - Licence plate light

20 - Pickup truck

21 - Antenna

22 - Rear door anchoring bracket
23 - Rubber bumper pads

001



L

Review

Overview of the interior

1 - Steering wheel
2 - Main display
3 - Media display
4 - Mirrors control switch
5 - Lights height adjustment
control switch
6 - Power switch
/ turning off the heating / the heater
7 - Air bag
8 - Gear selector
9 - Air vents
10 - Control panel for
air conditioning/heater

11 - Lights and side markers

multi switch control

12 - Windshield wiper control switch
13 - Emergency switch

lights

14 - Auxiliary 12V power outlet
(cigarette lighter)

15 - Cup holders

16 - Hand brake (electronic parking brake)
17 - Storage compartment

18 - Sensor for internal

temperature

19 - Handle for opening the

the front cover

21 - Lights (ceilings)

22 - Loudspeakers
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E]Y Information about electric vehicles

Energy sources

1- 144V Traction Battery
2 - Electric motor
3-12V battery

4 - Charging inlet

L CITY electric cars are equipped with two
different batteries
144V Traction battery (1): Traction batteries are used to to
drive battery-powered electric vehicles. They are
rechargeable energy storages that supply power to the electric motor. While the vehicle is in motion, the battery is
being discharded. The charge can be restored by plugging the vehicle to a standard charging station.
The inlet is placed on the rear bumper.
+HUH DUH WKH VLIJQV WKDW LQGLFDWH WKDW WKH FKDUJLQJ KDV VWDU\
WKH KHDWLQJ V\VWHP EXWWRQ OLJKWV XS
WKH FRROLQJ IDQV RI WKH EDWWHU\ FKDUJHUV WXUQ RQ
D PHVVDJH RU OLJKW VLIJQDO RQ WKH FKDUJLQJ VWDWLRQ DSSHDUYV
Driving with a discharged battery below 10% is not recommended.
12V battery: It is automatically charged by the traction battery 144V and provides power to
the peripheral and control systems of the electric vehicle. The built-in monitoring system
maintains it within the required voltage automatically. However, the car equipped
with external terminals for direct supply of 12 V from an external source.

Mode of operation

Despite some differences and specific characteristics, driving an electric vehicle is similar to driving an
hternal combustion engine (ICE) vehicle. Driving an L CITY vehicle is comparable to driving an ICE car with
an automatic transmission.

EV specifics
Here are the most important specifics of electric vehicles.
For more information, please see section "Brakes".

Noise: Compared to a standard fuel-powered vehicle, electric cars are particularly quiet. Because of this, you may
experience noises that you are not used to hearing, such as the sound of electric traction motors, aerodynamic sounds and
tire noises, radiator fan, relays and water pump noises, etc. Having a quiet vehicle makes you less audible to pedestrians.
dZ E@J } @ vhe applicable regulations, electric vehicles should be equipped with acoustic vehicle alert system U
AZ]1 Z uls- IUVII %% B ZAATEZE A %oePCEZ v ] AFAPe %o X
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Information about electric vehicles

Recommendations

Electric vehicle systems use high-voltage components that can be dangerous. Please review this information and read it
carefully.

A high voltage symbol () is placed on any high voltage component that poses a health risk. High voltage cables are
not marked with this symbol, but are easily spotted as they are orange.

During and after driving the vehicle, high-voltage electrical components may become hot or live. Do not touch high
voltage components or orange wires - this can lead to a serious risk to your life.

Any modification of the high and low voltage systems is prohibited.
Intervention and maintenance of these systems takes place only in LCITY authorized workshops, as they require special
tools and a safety procedure.

Again, keep your distance from all high-voltage components; electric shocks can cause serious or fatal injury.

Do not wash the vehicle during the charging procedure. Do not pressure wash high voltage components and avoid
contact with water as much as possible. Also, avoid driving through more than 10 cm of flooding. All of these situations
can lead to serious electric shocks or damage to the electrical system.

In the event of a collision/accident:

If you can drive it, park the vehicle in a safe off-road location, select "P" (Park), apply the parking brake, and turn off
the vehicle.

Check for visible damage to high voltage components or cables. Any collision from the side or the bottom of the
vehicle can damage the traction battery as well as parts of the high voltage system. If battery integrity is compromised,
contact emergency services. Never touch high voltage components.

In the event of a car fire, do not use water-based fire extinguishers. Use only powder and protective gas fire
extinguishers; Violation of this rule can result in fatal electric shocks.

Towing an electric vehicle requires special care; please refer to the "Towing” section.
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Charging port

Charging connector and charger

Your L CITY vehicle can be charged using a charger plugged into the vehicle and connected to a power source. The
charging connector is located on the right side of the rear bumper (1).

= ® =

A cap is screwed onto the charging port/inlet to protect the electrical contacts from dust and water. To unscrew the
cap, turn it counterclockwise. It is connected to the connector so that it does not get lost or fall.

Type 2

/\ ATTENTION:
When washing the car, make sure the cap is completely and properly closed. Avoid directing a high
pressure washer jet onto the charging connector. Doing so may damage the charging system or cause
serious injury. Do not wash the vehicle while charging and do not charge the vehicle during strong
storms. Regularly ensure that the charging cable is in good condition and take care for him. If it is
damaged, contact the L CITY Support Center. Do not use multiple sockets, adapters or extension
cords to connect the charger to a 220V power supply. Make sure to fully unwind the charging cable to
avoid overheating!
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Charging port

Procedure and instruction
The charging procedure is almost the same whether the car is charged at home or at a public charging station.

1) Park the vehicle next to the charging area (in the charging area, select a terminal with a "Type 2" socket)
2) Stop the vehicle, put it in "Park" gear and lock.

3) Unscrew the charging port cap

4) If you are at a charging station, plug the "Type 2" socket into the charging port

Once the vehicle is fully charged (or has reached the expected charge level), disconnect the "Type 2" socket from the
vehicle and screw the charging port cap back on.

The vehicle's charge level is shown on the main display when the vehicle is unlocked.

It is recommended to charge the car at night for a minimum time of 7 hours.

NOTE:
The vehicle is equipped with a battery heater in case of charging around and below 0°C. In case of low
temperature (below 5° C) it is necessary to activate it by pressing the heater button before locking the vehicle in
idle and charging mode.
If the battery temperature is below 0° C the vehicle will not start charging. In order to charge the battery of your
L CITY, you must first activate the car's heating system. The battery heater will turn on to heat the battery. Only
after the battery temperature rises above 0° C, the car will start charging.
At temperatures below 5° C it is recommended that the battery heating be activated.

NOTE:
It is recommended that the car be charged immediately after driving, while the battery temperature is optimal.
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Unlocking the vehicle

Unlocking the vehicle:

The L CITY vehicle supports two types of vehicle access control:

1 For convenience in the daily use of the car, we have integrated a certified access card that allows "hands free"
operation. The card is used to lock, unlock, and initialize your L CITY vehicle's immobilizer.

2 Remote control: the remote control works from a distance and enables the selection of a working system to access
the car. Also, if you cannot use the access card or the remote, you have the option to continue using the vehicle until
the problem is fixed!

- Open with Card:

To unlock the vehicle, you can touch the card to the lower left corner of the windshield indicated by the number (1).
This will start the car's systems and unlock the doors. To lock the doors and turn off the systems of your L CITY vehicle,
it is necessary to close the doors and touch the indicated location again.

- Remotely:

To unlock your car, you need to press the button indicated by number (2). It will start all the systems of your car and
unlock the doors.

To lock your vehicle you must first close the doors and then press the button indicated by number (2) shown below.
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Opening and closing the car

Doors:

The doors can be locked/unlocked using both the card and the remote control (see
section "Unlocking the vehicle"). Once the vehicle is unlocked, the doors can be
opened with the push of a button. On the outside, the button is integrated inside
the door handle (1).

To open a door from the outside, simply press the button (2) and pull the handle.
From the inside, the button is integrated into the door with position (3). To open the
door from the inside, simply press the button and push the door outwards. When
closing the door, the lock has two levels, the door is properly closed only with the
second level of the lock. If a rattling sound is heard when the handle is pulled from
the inside, the door should be opened and closed again applying more pulling force
on the handle from the inside. The same procedure applies if you are outside the
vehicle - in case of poor closing or inability to lock the vehicle, open and close the
door(s) with more pressing force applied from the outside on the door handle. Make
sure the doors are properly closed before driving the vehicle. If there is an
improperly closed door, the vehicle will not be able to start movement.

ATTENTION !!! EMERGENCY DOOR OPENING!
If for some reason the door cannot be opened with the button, IN THE EVENT OF AN
ACCIDENT OR FAILURE OF THE DOOR CONTROL SYSTEMS, you can use the
emergency opening by pulling the belt shown by position (4).

Windows:

Windows are sliding windows that are operated manually. They are kept closed by
a locking mechanism with a handle. To open them, simply press the handle of the
mechanism (5) and slide the window back (6). You can adjust the amount of air
that comes in by sliding the window more or less.
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E]Y Opening and closing the car

/\ ATTENTION:
When locking the vehicle, always check the position of the side window locks to ensure they are
effectively locked.

Hood

The front cover opens from the inside of the car's cabin. Opening the hood allows you to access the front section of the
vehicle (brake fluids, coolant and windshield wipers). To open the cover, pull the handle located to the left of the bark
guide under the dashboard and above the pedals (1). Then get out of the vehicle and open the hood by pulling it from
below. The lid hinges will help you open it and keep it fully open.

009




E]Y Opening and closing the car

Loading compartment - Koffer

The rear storage compartment offers 7.9 square meters (Koffer S model) of storage capacity. It locks with a physical
key so it can be locked and unlocked independently of the vehicle.

To open the storage compartment, lift the protective lock plate (1) and unlock the handle with the key (2).

Then press the opening plate to unlock the handle (3). The handle can now be unfolded to unlock the door (4).

Finally, pull the handle to open the door (5).

®

®
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Opening and closing the car

Loading compartment - Pickup

The rear storage compartment offers 5.2 square meters (Pickup S model) of storage capacity.
The left, right and rear side panels are equipped with release mechanisms (1) that allow the side panels to drop for
easy loading/unloading.

To open a side panel, release the swing handles on both sides by pulling them upwars and then lower side panel .
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Seats

Seats:

Driving position

Correct adjustment of the driver's position ensures better safety, as it

ensures better performance of the seat belts in the event of a collision. @
1) After removing your jacket or coat, sit comfortably in the seat back.

2) Adjust the seat position forward/backwards so that your feet can fully

push the pedals. When the pedals are fuly SUHVVHG WKHUH VKR
VOLJKW EHQG DW WKH GULYHU V NQHH

3) Adjust the seat back so that you can reach and operate the steering

wheel easily. With your hands on the steering wheel, your arms should be

slightly bent. The angle of the seat back should also ensure a comfortable
position.

Adjusting the seats:
L CITY car seats can be manually adjusted to set a good driving position. The

seats are available with forward/backwards adjustment and backrest tilt
adjustment.

Forward/backward adjustment:

Lift the handle (1) and hold it while sliding the seat forward or backward.
After reaching the desired position, release the handle. A slight click noise
from the pin will ensure that the seat is fully locked.

Adjusting the inclination of the seat back:
Press the control knob (2) to adjust the backrest angle. The control knob will
only move back 25° to unlock the tilt adjustment, hold it back during
adjustment. When unlocked, the seatback will automatically tilt forward.
Apply light pressure to the seatback to tilt it back. After reaching the
GHVLBRGLWLR @he adijdsGnig ianat.




Seats

Head support

The headrest can be manually adjusted to set a good driving position. Up/down adjustment and tilt adjustment are
possible. To ensure maximum safety in the event of a collision, place the central headrest at your ear level.

Adjust up/down:

Unlocking the position of the headrest is done by moving it up and down and does not require pressing a button.
There are 4 slots that hold the headrest in place. The headrest must be clipped into one of the 4 slots.

Tilt adjustment:

Like the up/down adjustment, there is no incline adjustment button. Just move it by applying pressure on it to find the
desired position.

/\ ATTENTION:
Before making any adjustments to the seat settings, make sure the area in front of and behind the driver's
seat is clear of any obstructions (people or objects). Make sure you adjust the seats before the vehicle is in
motion. Adjusting the seats while driving increases the risk of loss of control or a crash. Pay attention to the
inclination of the seatback when the car is moving. An incline of more than 30° can cause you to slip under
the seat belt and suffer serious damage in the event of a collision. To get the most effective use of the seat
belt, lean back and upright in the seat.

01




Seat belts

Seat belts

Recommendations:

Both the driver and the passengers in the vehicle must wear their seat belts during the journey. In addition to
being required by nearly every jurisdiction, wearing a seat belt is the most effective way to protect yourself in the
event of a collision or accident. L CITY vehicles are equipped with three-point seat belts and an emergency locking
retractor (ELR). The ELR system locks the seat belt only in the event of hard braking or cornering effort. Under
other conditions, the passenger is free to move forward without the seat belt locking.

Seat belt warning lights ( I )

A seat belt warning light will come on the main display if the seat belt is not fastened. The system is available for
both driver and passenger. The warning light will remain on the instrument panel and a sound will be heard until
the seat belt is fastened.

Fastening/unfastening seat belts
It is important to follow the steps outlined to get maximum protection from your seat belt.

Fastening:
Step 1: Position yourself properly. Sit with your back against the seat back and your hips all the way back
in the seat.
If you are not sitting upright all the way to the back of your seat you can get more slack in the belt than should be
present which can cause serious injuries in an accident.
Step 2: Pull the shoulder strap across your body. With your hand closest to the seat belt, reach up by your
shoulder and grasp the seat belt at the metal latch.
Pull it across your body towards your hip on the opposite side as the arm you are using.
The seat belt buckle is located at that opposite hip.
Ensure the seat belt webbing is not twisted for the most comfortable wear.
Step 3: Locate the seat belt buckle with your other hand. Grasp the buckle and make sure the slotted top
end is pointed upwards with the release button on the side away from you.
In the event of a collision or even just for an easy release when you are exiting the vehicle, it's important that the
seat belt buckle button is on the outside part of the seat belt buckle or it can be difficult to access and release.
Step 4: Insert the seat belt. Line up the seat belt latch on the belt webbing with the slot in the top of the
buckle and insert it fully.
Step 5: Make sure you are fully secured. Pull on the seat belt at the buckle to make sure it is fully secured.
Step 6: Adjust the shoulder belt to your body. Adjust the seat belt every time you wear your seat belt to
make sure it fits you well.
Step 7: Tighten the belt at the hips. Make sure the lap portion of the belt is low on your hips and snug.
If the lap belt is loose, you can "submarine" under the belt in an accident, causing injury that would not occur if
the belt is snug.
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Seat belts

Unfastening:
Press the red button on the buckle. The seat belt will retract automatically and fully. If the seat belt does not fully
retract and is loose, contact the L CITY service center.

Note:

Wearing a seat belt during pregnancy requires some care. Make sure that no part of the seat belt is in contact with
the abdomen. Also avoid the lap part of the belt resting on the waist, place it as low on the hips as possible.
Contact your doctor for specific recommendations.

Injured people should wear the seat belt as long as possible depending on the injury. Contact your doctor for
specific recommendations.

/\ATTENTION:
- The driver and every passenger in the vehicle must wear a seat belt as soon as the vehicle is in motion,
even for a short distance. No one may be transported in the vehicle if there is no seat belt function available.

- Before starting the vehicle, ensure that all passengers are securely seated in their seats and that they are all
wearing their seat belts.

- Each seat belt must be worn by one passenger only.

- The L CITY seat belt system must not undergo any modifications or changes that could make the seat belt
slack. Seat belt systems are also available as a single unit and have no user serviceable parts. Do not
disassemble, modify or remove any seat belt components.

- If the seat belt cannot be fully retracted or is loose, the system should be checked and replaced. If the seat

belt shows signs of wear, abrasion or cuts, it must be replaced at the L CITY service center.

- Seat belt assemblies must be checked at the L CITY Service Center after any collision or accident. Even if the
damage is not obvious, seat belt systems may need to be replaced. Failure to follow these rules exposes you
to serious injury or death in the event of a collision.
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Airbag

Your L CITY vehicle is equipped with an airbag for the driver.

1 - Front airbag, driver- About the airbagEach airbag system consists of different parts:
- Airbag and gas generator- Electronic module for triggering the system in case of a large impact - Crash sensors-
Warning light on the main display ( . )

If the crash sensors detect a massive frontal impact, the electrical module activates the gas generator to inflate the
airbags. Airbags absorb the driver's impact on the steering wheel or dashboard and offer better protection in a crash.
The airbag then rapidly deflates to allow the occupant to exit the vehicle.

- Air bag warning light

The airbag warning light ( . ) will appear on the main display when the ignition is switched on and will disappear a
few seconds later. This indicates that the system is active and working. If the icon remains lit, there is a problem with
the airbag system and it is not safe to drive with it; contact an L CITY support center.
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Airbag

/\ ATTENTION:
- Do not apply any modifications or changes to the steering wheel and airbag systems. All repairs to these
systems should be performed by qualified technicians. Failure to follow this rule exposes you to self-inflation
of the air bag and serious injury.
- Do not attach or fix anything to the steering wheel and the passenger airbag on the dashboard. Also make
sure at all times that there is nothing between you and the airbag. If an airbag inflates, it can project these
objects onto you and cause serious injury.
- Make sure all passengers are wearing their seat belts and that their seating position is safe. The airbag and
seat belts are designed to work together; not wearing a seat belt can cause the airbag to hurt you more than
it protects you.
- After a major collision or accident, always contact the L CITY service center to have your airbag system
checked. If the airbag has been inflated, it will need to be replaced. Even if it is not deployed, the air bag
system needs to be checked.
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E]Y Storage compartments

Storage compartments

A cup holder (1) and storage space (2) are located in the center console.
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Steering wheel

Steering wheel adjustment

It is important to adjust the height and depth of the steering wheel to match your own height and driving posture.
Ensure the driving posture is not putting any pressure on the shoulders because the steering wheel is to high or low.
The steering wheel needs to be positioned in a manner so that when you are sitting with your back fully rested
against it, your hands should rest on top of the steering wheel with a slight bend at the elbows. The height and
depth of the steering wheel can be adjusted using a lever located under the steering wheel. Pull the lever to unlock
the adjustment mechanism (1) and adjust the accordingly (2). After the steering wheel is adjusted, push the handle
back and make sure it is securely locked (3).

Controls

1-Horn (See "Horn" section)

2 - Internal temperature adjustment button +

3 - Internal temperature adjustment button -

4 - Driving mode change button (see section "Driving
mode")

5 - Odometer reset button

6 - 7 - when you hold down the button ( - ) on the left and
press buttons 6 or 7 to change the minutes of the clock.

6 - 7 - when you hold down the button (+ ) on the left and
press buttons 6 or 7 to change the clock time.

/\ ATTENTION:
Make sure steering wheel adjustment is done before driving. Adjusting the steering wheel while driving can
lead to loss of control and an accident. The steering is electrically assisted, make sure you only switch off the

ignition when the vehicle is stationary. Turning off the ignition while driving would stop the assistance from
working.
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Mirrors

Mirrors are independently adjustable with a switch,

located to the left of the steering wheel (1).

First, turn the switch to select whether you want to adjust the right or
left mirror. Align mark

(position 2) with L to select the left mirror and R to select the right
mirror. Then press the forward or backward button to set the mirror tilt
up/down. Press the left or right button to set the mirror tilt left/right.
Once the expected position is reached, turn the switch back to the "O"
position.

The rear view mirror switch also allows the mirror defrosting to be
activated. If the mirrors are frosted, turn the switch and align mark 2 with
the defrost icon to activate the defrost.

Blind spot mirrors must be adjusted manually.

The rear-view mirrors are also foldable; simply push
them to the rear of the vehicle.




Control of lights

Lights

The lights can be controlled from the left side
lever behind the steering wheel.

Headlight switch

At the end of the lever is the headlight switch. It can activate daytime running lights,
parking lights and dipped beam. The “Auto” mode (AUTO) automatically turns on the
daytime running lights as soon as the car is started. By turning the switch, you can
activate the parking lights (200%) or low beams ( ;O) by aligning the icons marked 1.
The corresponding indicator light turns on in the main display.

To activate the high beams ( EO ), push the control lever forward until it locks into place. The blue headlight indicator
light turns on the main display. Pull it back to deactivate the high beams.

A short pull on the control lever will allow you to turn on the headlights.

Headlight beam adjustment

Your L CITY vehicle is equipped with a headlight dimmer. Allows adjustment of the angle of the headlight beam
according to the load carried in the vehicle. Here are the settings to adopt in relation to the vehicle load.

s position
Load condition
-11]12]|3
GULYHU NV
GULYHU SDVVHQJIRMU|V
GULYHU SDVVHQJH|U |GR DB
GULYPD[LPXP ORDG NARV;
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Wiper management

The windshield wiper controls can be operated from the left side control lever.

Windshield wiper

There are different options for activating the wipers
depending on the intensity of the rain.

A gentle push up from position 0 (Inactive wipers) will
activate the windshield wipers once ( ). This feature
is used when the rain intensity is really low.

If the rain is incessant there are three different positions
to adjust the speed of the windshield wipers according to
the intensity of the rain.

Press down and wait for the control stick to lock to
activate the "intermittent" mode.

(S ).

Another press down and lock accelerates the movement
to "Continuous Slow" mode (1). A final push and lock
accelerates cleaning to Continuous Fast mode ( 2 ).

Note: Avoid using the windshield wiper on a dry
windshield; this will prematurely wear out the wiper
blades.

Windshield washers

To activate the washers and clean the windshield, pull
the control lever back until the expected amount of
fluid is dispensed. The wiper will automatically
perform several movements to remove the fluid and
clean the windshield.

dZ %}e]Y}ve WAAIBE v E Jv
8Z % E 4(v EE E Po0 *¢ ~}% Y}V
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Management of indicators

Indicators:

Indicators are activated by pushing the lever up or 5
down. Push the control stick up to activate the right
side indicators and down for the left side indicators. A
slight push up or down on the stick will only activate
the indicators three times and then stop automatically.
Locking the joystick in the up/down position will
activate the indicators until the steering wheel is
turned to realign the wheels. &

Fog light switch:

In the middle of the lever is the fog light switch, which can activate the rear fog lights ( OF ). Rotate the
switch to align the icon with the sign. Hold the switch in position until the indicator light illuminates on the
main display. To turn off the rear fog light, turn and hold the switch in the opposite direction.

Emergency lights:

The emergency light button is located on the center console. Activate the hazard lights by pressing the
switch. All indicator lights will flash simultaneously until the switch is pressed. Use the hazard warning

lights only in an emergency to alert other drivers that your vehicle is facing a problem. While activated,
both indicators will flash on the main display.

/\ATTENTION:
Make sure your lights are clean, in good shape, and fully functional before driving at night.

02




Display

ECO MODE
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in charging mode +12.5°C
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1 - Temperature indicator - Shows the temperature selected by the driver. Please see section “Air-conditioning/heating
management system"

2 - 12V Battery Voltage Indicator - Displays the current voltage of the 12V secondary battery.

3 - Clock - Shows the current time.

4 - Warning information message - Displays information messages about vehicle damage.

5 - Main Odometer - It records the total distance (km) traveled by the vehicle.

6 - Gear engaged indicator - Shows the currently engaged gear.

7 - Resettable Trip Odometer - It records the total distance (km) traveled since the last reset for individual trips.
8 - Outside air temperature - Displays the outside air temperature in °C.

9 - Traction Battery Percentage Indicator - Displays the current available state of charge of the traction battery (%).
10 - Temperature sensor - Temperature of the electric motor.

11 - Speedometer - Shows the current speed of the car (km/h).

12 - Driving Mode Indicator - Shows the currently used driving mode.

13 - Regeneration indicator - Shows the current regenerative braking power provided to the traction battery (%).
14 - Power indicator - Shows the current engine power consumption (%).

15 - AC - Air conditioning system is on.

16 - Heater for heating system - The heater is activated.
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Display
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in charging mode +12.5°C

Daytime running lights - Daytime running lights are ON.
Side lights - The side lights are ON.

Hazard lights light - the hazard lights are on. It flashes while the hazard warning switch is on.
Indicator lights - The right indicator light is on. It flashes while the indicator lever is on.

Indicator lights - The left indicator light is on. It flashes while the indicator lever is on.

High beam headlights - High beam is on

Traction Control Status Light - TC (Traction Control) is not working and no longer avoids wheel spin. When the icon is flashing, the TC is
currently running. When it stays on, there is a problem with the TC system.

ABS warning light - An ABS (anti-lock braking system) fault has been detected. The braking system works normally, but assist is no
longer available. As a result, the braking distance can be increased. Avoid sudden stop and contact LCITY support center.

Broken bulb - Damage to headlights, parking lights or brake lights is detected. Check all exterior bulbs and replace the defective one
immediately.

High voltage insulation warning light - A fault has been detected in the high voltage insulation. Stop the vehicle and contact an LCITY
Support Center.

Air Bag Warning Indicator - Air bag system fault detected. Contact the LCITY Support Center as soon as possible.

Seat belt warning light - Seat belt not fastened. It only lights up when the car is running and the seat is occupied. The symbol will
illuminate until the seat belt is fastened.

Brake system warning light - Brake system failure detected including low brake fluid level. Contact the LCITY Support Center as soon as
possible.

Handbrake warning light - Handbrake on.

Main warning lamp - Major damage detected. Stop the vehicle as soon as possible and contact the LCITY Support Center.

12V Battery Warning Light - The secondary 12V battery has failed. The battery is insufficiently charged. Stop the vehicle as soon as
possible and contact the LCITY Support Center.

Controller Temperature Warning Light - Controller temperature is too high. Stop the vehicle as soon as possible.

Motor temperature warning light - Motor temperature is too high. Reduce vehicle's speed. Switch to ECO driving mode (see section
Driving mode and traction control) until the electric motor cools down and the light goes out.
If, despite your actions, the warning light does not go out, stop the vehicle as soon as possible.
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Gear control and starting

Gear control

The operation of the gear control system is similar to that of a car with an automatic transmission.

Rotary switch

Speed control is controlled by a rotary switch located in the center console.
Turn the outer ring to select the gear you want to engage. Four positions are
available:

P - Parking

R - Rear

N - Neutral

D - Forward motion

The selected gear can be read on the rotary switch, but is also shown on the
main display.

Starting the car

To be able to drive, you need to perform the following actions:

- First press the brake pedal.

- Press and hold for 2 seconds the middle button on the remote control (1) or touch the card next to the symbol with a key
located under the steering wheel (2).

- Only then can you switch from P mode to optional mode.

Forward or backward motion

From P mode you can go to R, N or D; make sure that the brake pedal is depressed and that the accelerator pedal is free.
Once R or D is engaged, release the brake pressure slightly and the car will move forward without pressing the accelerator
(or reverse if R is engaged). Once in motion, modulate the vehicle's speed using the gas pedal.

/\ ATTENTION:
Always depress the brake pedal during the gear shifting procedure. Also, make sure the accelerator pedal is
fully released when shifting from P or N to R or D. Loss of control may result from one of these failed
operations and result in an accident. Do not shift to P or R, when driving forward in D. Do not shift to P or D
when driving backward in R. Do not shift to N while driving, regenerative braking will no longer be available
and mileage will be affected.

Parking:

Once the vehicle is in the parking space and completely stopped, hold the brake pedal while turning the rotary switch to
the P position. Even if the P position mechanically locks the drive wheels, apply the parking brake via the button (Brakes
section) before leave the vehicle. In case of parking on a hill, first apply the parking brake while holding the brake pedal
and then shift to P. Always turn completely right onto the sidewalk.
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Brakes

Regenerative braking:

L CITY cars are equipped with a regenerative braking system to recharge the battery during deceleration and increase
mileage. Activates depending on the mode and presets. Depending on the driving mode (Eco Mode, Power Mode, City
Mode and Highway Mode), regenerative braking is only activated when the brake pedal is lightly pressed. The traction
motor is driven by the wheels and produces electricity. This current is then used to recharge the traction battery. This
phenomenon also generates an "engine brake" that tends to slow the car down. When the battery is fully charged or in
extreme temperature, regenerative braking automatically acts in a softer way to avoid overcharging and damaging the
battery. In an uncongested road situation (high visibility area, low traffic, long distance between vehicles...), regenerative
braking can be used to improve vehicle mileage. When you need to slow down, take your foot off the gas pedal and let the
vehicle slow down using "engine braking" by just touching the brake pedal. This will further recharge the battery and
improve mileage. During this braking phase, if regenerative braking is not sufficient, you can always press the brake pedal
harder if necessary and stop the vehicle in place.

/\ ATTENTION:
The "motor brake" provided by the regenerative braking system does not replace the brake pedal. Use the
brake pedal to stop the car.

ABS:

ABS (anti-lock braking system) prevents the wheels from locking in case of extreme braking. The system adjusts the brake
pressure on each wheel according to the available traction, based on the speed of each wheel. The driver will feel the ABS
activation in the brake pedal. Modulating brake pressure generates a feedback force pulsation in the brake pedal. To allow
the ABS to work optimally, maintain a steady braking force on the pedal and do not release it, even when you feel a
pulsation on the brake pedal. In the event of an emergency stop, press the brake pedal hard, even on a slippery surface.
The ABS system will activate if necessary, avoid locking the wheels and reduce the braking distance. The ABS warning light
( (@) ) will appear on the main display when the ignition is switched on and will disappear a few seconds later. This
indicates that the system is up and running. If the icon remains lit, there is a problem with the ABS system. The
mechanical brakes are still fully functional, but the wheels can now lock under hard braking. Contact the L CITY support
center and predict the stopping distance as the stopping distance may increase.

/\ ATTENTION:
If you encounter any problem with the brake system (warning light, fluid leak, mechanical problem...), stop
the car and contact the L CITY Support Center. The brake system is one of the most important systems in the
car for safety, please make sure everything is working perfectly before driving the car. Leave enough safe
distance with the car in front of you to be able to react in any situation. The driver remains responsible for
the safety of him and his passengers. When the ABS system is operating, maintain a constant braking force
on the pedal and do not pump. The only result of pumping will be increased stopping distance.
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Brakes

Electric parking brake

The L CITY is equipped with an electric parking brake. Activate the parking brake by pressing the button located in the
center console. As soon as it is engaged, the parking brake warning light appears on the main display. To release the
parking brake, press the button, the warning light will disappear from the main display. When the parking brake is
engaged and starting from a stationary position, it does not need to be released manually. This happens automatically
when the gas is supplied.

Emergency braking
When the car is on drive mode and brake system late, then press the P button once and the car will stop.
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E]Y Mileage and battery care

Maximum mileage

There are several factors that can reduce the range of an electric car:

- Avoid driving on drive mode Power

- Driving with high speed and aggressive manner.

- Driving on an uphill slope or in windy weather.

- Driving with insufficient tire pressure or if the vehicle is overloaded.

- Too high or low outside temperatures (reduce battery efficiency and increase the use of the air conditioning system in
the passenger compartment).

Here are some tips to maximize your mileage:

- Drive slowly and at a constant speed, avoid rapid and frequent accelerations.

- Use ECO driving mode.

- Take advantage of regenerative braking if road conditions allow it.

- Regularly check that the tire pressure is in accordance with that recommended in this manual.
- If possible, lighten the load on the vehicle.

- Reduce the use of the air conditioning system.

Save battery

$V WKH EDWWHU\ DJHV DQG WKH QXPEHU RI FKDUJLQJ F\FOHV LQFUHDVI
SKHQRPHQRQ LV QRUPDO DQG LV QRW WKH UHVXOW RI D PDOIXQFWLRQ
E\ PLQLPL]LQJ FDSDFLW\ ORVV

(OHFWULF YHKLFOH EDWWHULHYV VX»HU IURP WZR W\SHV RI DJLQJ 1DWX
EDWWHU\ FDSDFLW\ ZKHQ WKWRUKLILHFFRQELQRW QY XWH UGHDOO\ LPSRUW
EDWWHU\ 7KH RWKHU W\SH H ¥ UHD/OH@HGY FNVKOIL B DUV QR BEDWWHU\ FDSDFL\
7LSV WR IROORZ WR VDYH \RXU EDWWHU\

6BWRUDWRUG6 \RXU HOHFWULF YHKLFOH DW D PRGHUDWH WHPSHUDWXUH
EDWWHU\ FKDUJH OHYHO LV KLJK DERXW RU WKH YHKLFOH LV SOXJJ

% D W W HdJ ChXrgedh# vehicle once it is in overnight parking position to avoid deep state of discharge.

([DPSOH ,W LV UHFRPPHQGHG WR FKDUJH \RXU YHKLFOH HYHU\ QLJKW
RQFH DIWHU GD\V RI XVH ZKHQ WKH EDWWHU\ FDSDFLW\ GURSV WR
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Driving mode

Driving mode

When driving your L CITY vehicle, you can choose between four different driving modes: Eco Mode, Power Mode, City
Mode and Highway Mode.

ECO mode limits the maximum speed to 80 km/h. It is suitable for a long trip in non-urban conditions.

Power mode limits the maximum speed to 30 km/h. It is suitable for starting, climbing slopes, heavy loads. It is

recommended that the movement in Power mode is not for a long period.

City mode limits the maximum speed to 65 km/h. This mode is optimized and suitable for populatedareas $FWLYDWLQ
WKLV PRGH GRHVY QRW FDQFHO WKH GULYHU V REOLIJDWLRQ WR PRQLWR
DQG VSHHG OLPLW

The Highway mode limits the maximum speed to 95 km/h. It is suitable for a long trip in non-urban conditions, and the

settings give higher dynamics and acceleration to the vehicle.

Our recommendation is using ECO mo G Ho maximize mileage and activate Power mode or Highway mode to extract
maximum performance from the car.

You can switch between modes while driving using the "RES" button on the steering wheel (1). The selected mode will be
displayed in the middle of the main display (2)

9 100- -80.

60,
ECO MODE /'J

20~

100 B8

PrnD 60/

By ——y .
L 100 000 k 8" : > .
TO .'!'-\Il-r 2036 8 = 100%
144V system is
in charging mode +12.5°C




E]Y Air conditioning system / Heating system

Air conditioning system
1 - Central vents

2 - Windshield vents

3 - Foot vents

4 - Control panel

Vents

Adjusting the center and windshield vents:
- Airflow: Press the indicated part of the vent to open it. Adjust the flow manually according to the angle of the flaps.
- Air direction: Rotate the entire vent to orient the air flow in the expected direction.




Air conditioning / heating controls

Air conditioning / heating system management
The control panel allows adjustment of various parameters to set the expected temperature in the car.

1 - Air recirculation slider

2 - Switching between cooling / heating modes

3 - Airflow strength / air conditioner activation switch
4 - Heater activation switch

5 - Air distribution switch

6 - Temperature indicator

1 - Air recirculation slider:

Moving the slider to the right ( & ) will turn on air recirculation. The air coming out of the vents is no longer extracted
from the outside, and the interior air circulates in the passenger compartment. Use air recirculation to isolate the vehicle
from the outside atmosphere (pollution or odor). Moving the slider to the left ( ~8 ) disables air recirculation.

NOTE: It is preferable to use air recirculation only temporarily as the air is not renewed in this mode. Be sure to disable air
recirculation when not needed to allow for continuous air renewal.

2 - Switching cooling / heating modes: Turn switch 2 to the left to switch on the cooling mode. Turn knob 2 to the right to
switch the heating mode. You can then activate the air conditioning or heating system.

&RROLQJ PR

+HDWLQJ PRGH

3 - Airflow:

There are 4 possible levels for the strength of the air flow. When 0 is
selected, the system fans do not pass air into the passenger
compartment through the vents. Note that this position does not
stop the natural flow of outside air., the maximum force of the air
flow is at position 4. Position 4 allows faster de-sweating of the
windshield ( &y ).

3 - Air conditioning activation switch:

Your L CITY vehicle is equipped with a manual air conditioning (AC) system. To activate the air conditioner, press the airflow
switch once. The symbol ( @ ) in the center of the switch will illuminate to indicate that AC is activated. Icon 15 (AC) will
also be activated on the display. To disable it, press the button again. The switch symbol and display icon will go out, as will
the air conditioner.
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L

4 - Switch to activate the heating system: Your L CITY vehicle is equipped
with a manual air heating system. To activate the heating system, press
button 4 once.

:KHQ WKH DLU FRQGLWLRQYLQEWLAVIYWAGS
VI\VWHP LV DXWRPDWLFDOO\ FXW R» DQG

Air conditioning / heating controls

5 - Air distribution switch:
The distribution switch allows you to choose the location of the airflow distribution with five different positions:

~ Blows air from the central vents
7 Blows air from the central vents and leg vents
1~/ Blows air from the footwell vents (used to warm the passenger compartment)

17 Blows air from the footwell vents and de-sweats the windshield (used to warm the passenger
compartment)

Y5Y Windshield dehumidification

6/ 7 - Interior temperature adjustment button + / -When you activate the air conditioning or heating, you will be
able to change the interior temperature from the steering wheel button

8 - Temperature indicator shows the temperature you have selected by using buttons 6 and 7.

8VHIXO WLSV IRU HOQORIWHGHWFHLHQHWUJA FRQVXPSWLRQ ZKHQ XVLQJ KHDW

'KHQ WKH DLU FRGULWIWRHPLDY R GR QRW VHW WKH WHPSHUDWXUH W
WHPSHUDWXUH LQGLFDWRU RQ WKH GLVSOD\ 7KLV SXWV D VWUDLQ RQ

WKH HQHUJ\ FRQVXPSWLRQ SRZHU LW

'R QRW H[FHVVLYHO\ LQFUHDVH WKH DLU ARZ WKURXJK WKH YHQWLOD)

FRQVXPSWLRQ WR SRZHU WKH IDQV

$GMXVW WKH FRROLQJ KHDWLQJ PRGHYV ZKHQ UHDFKLQJ \RXU GHVLU

ORVV LQ WKH VA\VWHPYV

ECO MODE

PRND

_ 4ap-80
“100000 km  0036.8 APy i
TOTAL TR%

100%
144V system is
in charging mode +12.5°C




Liquids

Fluid levels

1- Coolant

2 - Windscreen washer fluid
3 - Brake fluid

Coolant

Your vehicle is equipped with two coolant reservoirs. The first is located under the hood and serves the heating system
of the passenger compartment and the traction battery.

The second serves the heating system of the controller. This coolant reservoir is accessible to L CITY trained technical
personnel and serviced by authorized service centers only!

If a low coolant level message from the controller's heating system appears on your car's dashboard display, notify your
service center immediately!

Checking the coolant level

You can check the coolant level in the reservoir, which is located under the front
cover.

The level is checked with the vehicle stationary (P) and on a flat surface.

The cold fluid level should be between the “MIN” and “MAX” marks on the
coolant reservoir.

Top up the fluid when it is cold before the "MIN" mark is reached.

/\ Attention!
Do not do any work under the hood when the vehicle is charging or
when the ignition is on.

Inspection intervals
Check the coolant level regularly (very serious engine/heating system damage is possible if the coolant runs out).

/\ Attention!
If the level needs to be topped up, it should be done with a cold engine/heating system. Both systems work
with hot fluid and working pressure up to 1 bar.

Use L CITY approved products that guarantee:

— protection against freezing;
— anti-corrosion protection of the cooling system.

Consult your authorized dealer immediately if you notice an unusual or repeated drop in the levels of any of the fluids.
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Liquids

Windshield washer fluid

Note:

At very low temperatures, washer fluids that do not contain enough coolant agents may freeze and damage the
windshield washer system, incl. the fluid reservoir.

The liquid may contain flammable ingredients and may cause injury if used incorrectly. Therefore, store it away from
possible sources of ignition. Store it only in closed original packaging and out of the reach of children.

Windscreen washer fluid. In winter, use an antifreeze product. Use products recommended by an authorized dealer.

Note:
Do not use clean water (risk of damage to the filling pump, limescale build-up on the pump and nozzles).

/\ Attention!
When working under the hood, make sure the windshield wiper lever is in the inactive position.
Risk of injury!

Windshield washer tank

All nozzles in the washing system are fed from one tank. Fill the reservoir with liquid of a consistency according to the
manufacturer's recommendations. Mix the washer fluid in the right proportions, pour it into the tank! Do not add
concentrated washing liquids (including antifreeze agents) undiluted and do not fill with clean water; this could damage
the wiper system. Do not mix concentrated liquids from different manufacturers because they can clog the windshield
washer nozzles. Recommended minimum amount to fill the tank: 1 liter.

Topping up

With the engine off, open the cap. The use of remote filler spout/can
spout or other vessel suitable for the purose is recommended. Fill
until you see the liquid reach the neck of the reservoir, then replace
the cap.

The liquid level can also be seen on the well itself.

Note: check the tank level regularly and top up the fluid before
traveling.
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Liquids

Brake fluid

The brake fluid level should be checked frequently, and if you notice even the slightest loss of braking performance -
immediately.

If the brake system warning light on your display is on, it is imperative that you check the brake fluid level.

The level must be read with the vehicle stationary (P) and on a level surface.

The fluid level must never fall below the "DANGER" warning line!

It is normal for the level to drop when the brake pads are worn from use. Wait for them to cool and check the level
again.

Topping up
After any operation on the hydraulic brake system, a specialist must change the brake fluid.
Use only liquids approved by our technical department (and from a sealed container).

%UBNAXLG FKDe@dlH LQW

Please contact your service center.
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Tires

Checking the tire pressure

Regularly check the tire pressure and adjust it if necessary: at least
twice a month and before a long journey. Failure to follow this
advice may result in loss of driving stability, tire damage and an
accident.

Tires have a natural, consistent loss of tire inflation pressure.
Tires heat up while driving, and the tire inflation pressure
increases along with the tire's temperature. The tire inflation
pressure specifications relate to cold tires or tires with the
ambient temperature.

Only check the tire inflation pressure when the tires are cold.

1. Remove the valve cap from the tire.

2. Securely fasten the tire inflation hose with pressure gauge to
the valve. Do not press too hard or push the valve to the side,
otherwise air will escape. If a hissing sound of air escaping from
the tire is heard when checking the pressure, move the pressure
inflation hose adapter eliminate this leak.

3. If you are using a pressure gauge to check, remove it. If you are
using inflation hose with a pressure gauge, skip this step and go to
the next step.

4. Compare the pressure shown on the pressure gauge with the
specification shown on the tire and load information label placed
on the car (Information Plates section).

5. Add air to the tire if necessary. If too much air is added, press
the valve core briefly with the tip of the gauge stem to release the
pressure. Recheck the pressure and add or bleed air if necessary.
6. Install the valve stem cap.

7. Check the pressure of all tires.

1RW OD\LQJ
) DW
Tires Size XQKHDWHG
UXEEHU
JURQW 3 N3D
tire 5 & :3/6|5U
(0
S5HDU 3 N3D
tire 5 & 36,
% DU

/\ ATTENTION
e Always use tires of the same type (winter or summer), size, brand, construction and tread pattern and load
capacity on all four wheels! Failure to do so can result in a difference in circumference between the front and
rear axle tires, which can cause the VDC system to malfunction, resulting in injury or death, excessive wear
on the drive assemblies, and can damage the transmission.
e Aftermarket replacement tires may have a lower speed rating than the factory equipped tires and may not
match the vehicle's potential top speed. Never exceed the maximum rated speed of the tire indicated on it.
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Tires

Emergency tire inflation kit
You can find the set
for pumping tires under <
the passenger seat

max.60 kmih c~3 km
max.40 mph ) ~2 miles

EBem v omin

<1.3 bar | 18 psi

’Zf.- sror [:H

/\ Attention!
The kit is designed to repair tires when the tread (1) has
been damaged by objects smaller than 4 mm. It cannot
repair all types of punctures or cuts larger than 4 mm or
cuts in the sidewall of the tire (2). Also make sure the
rim is in good condition. Do not pull out the foreign
object causing the puncture if it is still in the tire.

Attention! A

Do not attempt to use the inflation kit if the tire has been damaged as a result of driving with a flat tire. That
is why you should carefully check the condition of the sidewalls of the tire before any operation. Driving
with under-inflated, flat or flat tires can be dangerous and can render the tire beyond repair.

The repair using the emergency kit is temporary.

A flat tire should always be examined (and repaired, if possible) as quickly as possible by a specialist. When using for
replacement a tire that has been repaired with this kit, you must inform the specialist. A vibration may be felt when driving
due to the presence of the repair product injected into the tire.

/\ Attention!
The kit is only approved for inflating the tires of the vehicle originally equipped with the kit. It should never
be used to inflate the tires of another vehicle or other inflatable object. Avoid contact with the skin when
handling the repair product bottle. If droplets come out, rinse them thoroughly with water. Keep the repair
kit out of the reach of children. Do not dispose of the empty bottle in the environment. Return it to your
approved dealer or recycling organisation. The bottle has a limited shelf life, which is indicated on the label.
Check the expiration date. Contact an authorized dealer to replace the inflation tube and product bottle.
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Tires

In case of rupture, use the kit located under the passenger seat.
With the engine running and the parking brake applied:

— Switch off all accessories previously connected to the vehicle's accessory socket (1);

— see the compressor information on the pump set and follow the instructions;

— inflate the tire to the recommended pressure;

— after a maximum of 15 minutes, stop pumping and read the pressure (on manometer 2).

Note: while the bottle is emptying (approximately 30 seconds), the pressure gauge (2) will briefly show a pressure of
6 bar, after which the pressure drops;

— Adjust the pressure: to increase it, continue inflation with the kit. To decrease it, press button (3)
If a minimum pressure of 1.8 bar is not reached after 15 minutes, repair is not possible; do not drive the vehicle,
contact an approved dealer.

/\ Attention!
Before using this kit, park the vehicle at a sufficient distance from moving vehicles, turn on the emergency
lights, apply the parking brake, ask all passengers to leave the vehicle and keep them away from moving
vehicles.

/\ Attention!
If the vehicle is parked on a slope, you must warn other road users of the presence of your vehicle with a
warning triangle or other devices according to the legislation applicable in the country in which you are
located.

Once the tire is properly inflated, remove the kit: slowly unscrew the inflation adapter from the container (3) to
prevent product from splashing and store the container in plastic wrap to prevent product leakage.

— Stick the driving advice label (found on the bottom of the container) on the dashboard where the driver can see it.

— Put the kit away.

— At the end of this initial inflation operation, air will still be coming out of the tire. You have to travel a short
distance to seal the hole.
— Start immediately and drive at a speed between 20 to 60 km/h (12 to 37 mph) to distribute the product evenly in
the tire; after traveling a distance of 3 km (2 miles), stop and check the pressure.

— If the pressure is higher than 1.3 bar but lower than the recommended pressure (see the label stuck on the edge
of the driver's door), adjust it. Otherwise, contact an authorized dealer: the tire cannot be repaired.

Precautions when using the kit. The set should not be used for more than 15 consecutive minutes. The container must
be changed after the first use, even if there is liquid left in it.

039




437 Tires

/\ Attention!
Please note that a poorly tightened or missing valve cap can make tires less airtight and can cause a loss of
pressure. Always use valve caps identical to those originally installed and fully tighten.

/\ Attention!
After repair, do not travel more than 200 km (120 miles) with the kit. Also, slow down and under no
circumstances exceed 80 km/h (50 mph). The warning sticker should be placed on a prominent place on the
dashboard to serve as a reminder. Depending on state or local law, the tire repaired with the inflation kit
may need to be replaced.

Tire change

/R SURFHHG WR FKDQJH WKH WLUH V OLIW WKH YHKLFOH

7KH OLIWLQJ SDGV SDGV DKH H@HG LIFIDW WG L\ QLW RH 9

/[LIWLQJ WKH FDU ZLWK D MDFN

8VH D VXLWDEOH MDFN DQG NH\ IRU WKH PP ULP EROWYV

$WWDFK WKH MDFN WR WKH QHDUHVW OLIW SDG QH[W WR WKH WLUH WR
7KH MDFN PXVW VWHS ZLWK LWV HQWLUH VXUIDFH RQ WKH JURXQG YHU
/LIW WKH YHKLFOH XVLQJ WKH MDFN XQWLO WKH W\UH LV VHSDUDWHG D
/IRRVHQ WKH ZKHHO EROWYV FURVVZLVH ZLWK WKH NH\ WKHQ XQVFUHZ V
ZKHHO FRPSOHWH ULP ZLWK WLUH

,QVHUW WKH QHZ ZKHHO DWWDFK DQG VFUHZ DW OHDVW WZR RI WKH EI
,QVHUW DQG VFUHZ WKH UHPDLQLQJ EROWYVY WKHQ WLIJKWHQ WKHP WLJI
/IRZHU WKH FDU DQG UHPRYH WKH MDFN

)DVWHQ WKH EROWYV FURVVZLVH DV WLJKW DV SRVVLEOH

Tighten the wheel bolts to the specified torque using a torque wrench. Wheel bolt tightening torque: (160 N-m).

Wheel bolts must be torqued to specification at all times while the vehicle is in use. It is recommended that the wheel

bolts be tightened to specification each time the tires are changed. the equipped ones.
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Lifting the vehicle

Lifting the vehicle

The vehicle is equipped with four lifting pads indicated on the diagram. When the car has to be lifted on a jack or a
service lift, the paws of the lifting mechanism must rest on the pads provided for this, in order to avoid damage to the
chassis and bodywork.

Lifting pads

/\ ATTENTION
After changing the tire(s), check and adjust the tire pressure.
¢ Tighten the wheel bolts when the vehicle has been driven for 1000 km (also in the case of a flat tire, etc.).
e Tires should be checked periodically for wear, cracking, bulging, or objects caught in the tread. If excessive
wear, cracks, bulges or deep cuts are found, the tire(s) should be replaced.
e Original tires have built-in tread wear indicators. When wear indicators are visible, the tire(s) should be
replaced.
® Replace tires as necessary to prevent tire damage and possible injury.
e Use of tires other than those recommended or mixed use of tires of different brands, construction (biased,
biased or radial), or tread patterns may adversely affect ride, braking, handling, vehicle dynamics.
e If your vehicle was originally equipped with four tires of the same size and you are replacing only one of
the four tires, install the new tires on the rear axle. If rims are replaced for any reason, always replace with
wheels that have the same ET (offset). Wheels with a different offset can cause premature tire wear,
impairing the car's handling characteristics. Such disturbances can also lead to reduced braking efficiency.
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g]? Towing

TOWING Only in case of breakdown!

Towing other vehicles from your car is prohibited! The towing hooks fitted to your vehicle are intended only for its
emergency movement.

It is forbidden to move the tires on the road when towing the vehicle, this can cause damage to the power
transmission and drive system of the vehicle!

If the vehicle cannot be released from Park (P) and does not move freely, special skates must be used to load the
vehicle in the approved transport position.

/\ Attention!
It is mandatory to unload the goods before
proceeding with the emergency towing of the
vehicle.

Handbrake release when repairing in a workshop or moving / towing

Unlock the car

Press the brake pedal

Turn IGNITION ON

Press the brake pedal

Engage Neutral gear

Press the "Parking brake" button to turn the brake off

Lock (Turn off the display) if necessary, when doors are closed

The door is opened by pulling the red belt for emergency opening of the doors.

The car can be moved by hand pushing

When towing with a winch, the vehicle should be in N — neutral gear, and points 1 to 5 are performed beforehand
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Plugs and electrical panel

OBD - Vehicle diagnostics socket
The OBD socket is accessed with the left door open, in the
end (left) part of the central dashboard.

/\ Attention!
Access to the software diagnostics of the
vehicle settings should only be carried out by
an authorized service specialist!

The fuse panel is accessed by removing the cover by
unscrewing it with a screwdriver.

Access to the fuses themselves is possible by removing the
fuse panel cover.

Open the lid of the
The fuse panel.

/\ Attention!
L CITY recommends that access, inspection and replacement of fuses be carried out only by an authorized
service specialist!
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Plugs and electrical panel

Automotive fuses

F1 - 60A - Ignition

12V system — low voltage to power devices
F2 - Not used

F3 - Not used

F4 —30A - 12V Socket

F5 — Not used

F6 — 10A — Dashboard, Doors, Belts, Lights,
Wipers, Rear View Mirrors

F7 — 20A — Rear view mirrors

F8 — 20 A - Multimedia

F9 - 10A - ABS module

F10 - Not used.

F11 - Not used.

F12 - 10A - OBD, Remote, RFID

K1 — Ignition terminal 15

K2 - Not used.

K3 - Not used.

K4 - Rear view mirrors - Heated

(7

(F

F1
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Dimensions

All the above data were measured with an unloaded vehicle.
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E]Y Loads

Load distribution scheme
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E]Y Loads

Load distribution scheme
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VIN Number

VIN The vehicle number can be found on the sticker shown below.
It is located on the left door pillar.

The other place where you can find the stamped VIN Number is on the right side of the car between the two
bolts of the lower carrier position (1).

Lcity

XX XXXUXX XXX
g WOIN ES228NGRXXXXX
2800 kg
e kg
1-1400 kg
2-1 00 kg

?

Made in
L City Autom,

w
b4
=
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Information boards

L, Loy,
3. XXXXXXIXXEXXXX
WOIN ES228NGRXXXXX
ggi¢ 2800 kg
g 1-1400 kg
o1.1% 2-100kg
Lciy

AGromoTivE

SEE OWNER'S MANUAL FOR

ADDITIONAL INFORMATION C)
PAINT CODE - 147

TIRE INFORMATION
P215/ 60R 16C 3.5Bar/50psI | 3.8Bar/55psI

USER MANUAL

Long version
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LONG STAY Mode

Long Stay Mode:

Function of the button: In cases where the vehicle will not be used for a longer period of time, it is recommended to
activate the button (1) for a long stay of your L-City.

After activation, you cut off electricity to most of the car's systems, thus protecting it from draining the battery. After you
have activated the mode, the car can stay up to about 2 months.

A good time to activate the button would be: Stay in a parking lot, airport, garage for a long time, etc.

Attention: In order for this functionality to work properly, it is important to close the car doors and lock with the button on
the remote control you have before activating the button.

Attention: It is important to know that with the long stay button activated, your remote and card do not work. You can't
charge the car either. To unlock and start your L-City you must first press the button in the reverse direction, then you will
hear the systems being activated and started and only then can you unlock the vehicle with the card or the remote.

() LoNG sTA\oDE
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Charging a 12V Battery

Emergency charging of a 12V battery:

In order for many of your L-City's systems to start and function, it is equipped with a 12V battery that is
responsible for them.

If the doors of your L-City do not unlock or the systems do not start after pressing the button on the remote or
placing the card next to the glass, this may mean that you have no charge in the 12V battery and need to charge it.
The position in diagram 2 shows the panel you need to remove from the underside of your car.

Firmly attach the PLUS of your charger to the charging terminal. The minus (mass) attaches to the Minus. After
charging, it is necessary to disconnect the terminals and close the cap again.

Attention: When changing the 12V battery or removing the terminals, you must have activated the long stay
button. When finished, toggle the button back and only then unlock your L-City via remote control or unlock card.

IXPEHU 1P
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Trouble codes - Errors

When it stays on, there is a problem with the TC system.

ABS warning light - An ABS (anti-lock braking system) fault has been detected. The braking system works normally, but assist is no
longer available. As a result, the braking distance can be increased. Avoid sudden stop and contact LCITY support center.

Broken bulb - Damage to headlights, parking lights or brake lights is detected. Check all exterior bulbs and replace the defective one
immediately.

High voltage insulation warning light - A fault has been detected in the high voltage insulation. Stop the vehicle and contact an LCITY
Support Center.

Power Steering Warning Light - This warning light means there is a problem with the power steering system.

Parking Brake Warning Light - This warning light means there is a problem with the parking brake system.

Air Bag Warning Indicator - Air bag system fault detected. Contact the LCITY Support Center as soon as possible.

Brake system warning light - Brake system failure detected including low brake fluid level. Contact the LCITY Support Center as soon as
possible.

Main warning lamp - Major damage detected. Stop the vehicle as soon as possible and contact the LCITY Support Center.

12V Battery Warning Light - The secondary 12V battery has failed. The battery is insufficiently charged. Stop the vehicle as soon as
possible and contact the LCITY Support Center.

Controller Temperature Warning Light - Controller temperature is too high. Stop the vehicle as soon as possible.

Motor temperature warning light - Motor temperature is too high. Reduce vehicle's speed. Switch to ECO driving mode (see section
Driving mode and traction control) until the electric motor cools down and the light goes out.
If, despite your actions, the warning light does not go out, stop the vehicle as soon as possible.

Attention! A\
In the event of a malfunction in any of the vehicle systems or if any of
the above symbols are displayed, stop the vehicle.
Activate the error list and see which error is lit red. Please inform your
local L CITY dealer.

1 - Button activates the error list.
1 - 2 - After activating the error list, you can change pages.

Diagnostic system

Digital Qut 7
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https://www.facebook.com/lcitycars
https://www.youtube.com/channel/UCEq4AO0FFDasXR3PtVUFKtQ
https://www.instagram.com/lcitycars/
https://de.linkedin.com/company/lcitycars
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